




 

                                                                                                                                       QAS 423 Rev 1  

 
Type                        All Langtons (Northallerton) Ltd contracts are identified by a unique Contract Number, which is clearly 

displayed on all CE Marked documentation supplied with all deliveries. 
 
Intended Use         For structural steelwork construction components for use in building and civil engineering works.  

Components can be manufactured from steel, hot rolled or cold rolled sections/profiles in various 
shapes and sizes, flat plates, and bars manufactured in accordance with the Harmonized Technical 
Specification EN 1090-1:EN 1090-2:2011 in various grades of materials and durable coating as listed 
below. 

 
Manufacturer      Langtons (Northallerton) Ltd 
 Finkills Way, Northallerton, DL7 8UF 
                               01609 772103  
                               Derek.laking@langtonsltd.co.uk 
Constancy of 
Performance         System 2+       (table ZA2 EN 1090-1) 
 
Notified Body        SGS United Kingdom Ltd 
 
Notified Body No. SGS 0120 
 
SGS has performed (I) Initial Inspection of the manufacturing plant and factory production control and (ii) continuous 
surveillance, assessment and evaluation of factory production control under System 2+ and issued Factory Production 
Control Certificate No. GB15/93101.  
 
 

Essential 
 Characteristics 

Performance Harmonized 
Technical 

Specification 

Tolerances on dimensions and shape EN 1090-2+A1:2011 tolerance class 1  
 
 
 
 
 
 
 
EN 1090-1 2009 
 

Weldability EN 10025-2      Grades up to grade 355 J2 

Fracture toughness/impact resistance 27Joules @ 20 Deg C or -20 Deg C 

Load bearing capacity NPD  (No Performance Determined) 

Fatigue Strength NPD 

Resistance to fire NPD 

Reaction to fire Class A1 (Steel only) 

Release of cadmium and its compounds NPD 

Radioactivity NPD 

Durability Surface preparation according to BS EN 1090-2 
Preparation  Grade P3 
Surface Painted according to BS EN ISO 12944 

Manufacturing EXC2 

Design NPD 

 
The performance of the product identified above is in conformity with the declared performance identified in the 
table. 
 
 
Signed on behalf of Langtons (Northallerton) Ltd. 
 
 
 
 
….................................................Langtons (Northallerton) Ltd     Date 22/07/15 
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